AFP-HPLP-01

HP/LP HPU

Portable and compact HPU
designed to supply low &
high pressure fluid for use in
a variety of applications.

Standard Specifications

MAIN FRAME

Carbon steel frame with fork pockets
& lifting lugs, designed and tested to
DNV 2.7-3

DIMENSIONS
1200 x 1200 x 163Tmm

FLUID
Water glycol, water, various chemicals
Hydraulic oil

HP SYSTEM
Max Pressure: 10,000PSI|
Max Flow: 7L/min

LP SYSTEM
Max Pressure: 5,000PSI
Max. Flow: 11L/min

AUXILLARY SYSTEM
Max Pressure: 70PSI
Max Flow: 25L/min

FILTRATION
3um pressure and return

Applications:

General hydraulic applications
Hose/tube pressure testing
Umbilical and valve testing
Subsea valve actuation
Chemical injection

Features:

e HP outlets and LP outlets

e Auxillary line for fluid transfer and offline filtration

e High pressure, air-driven pumps

e Mimic panel for ease of operation

e Controls include pressure regulator, isolation and drain
e Stainless steel tank

e Zone 2 Hazardous Area rating

Options

¢ Accumulation for HP and/or LP system

Phone: +61 8 9335 2937 | Email: sales@aussiefluidpower.com.au www.aussiefluidpower.com.au




HP/LP HPU

AFP-HPLP-01

LP Pump

HP Pump

Liguid flow [ Max pressure rating 517 bar (7500 psi)
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Performance prediction and curves are for guidance only. Please contact us if certified performance is required.

Dimensional Data

1631

1200

HP PRESSURE FILTER

LP PRESSURE FILTER
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1
OUTLET BULKHEAD PANELJ

RETURN FILTER LP RELIEF

AIR FILTER HP RELIEF

REAR BULKHEAD PANEL ——

LP1: 9/16" JIC MALE FLUID RETURN: 1-1/16" JIC MALE
LP2: 9/16" JIC MALE AUX SUCTION: 1-1/16" JIC MALE
HP1: 3/8" MP FEMALE AUX OUT:1-1/16" JIC MALE
HP2: 3/8" MP FEMALE AIR SUPPLY: 1" MINSUP "A"
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